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Strojirensky zku$ebni tstav, s.p. (Engineering Test Institute, Public Enterprise)
Certifikaéni organ certifikujici produkty / Product certification body
Hudcova 424/56b, Medlanky, 621 00 Brno, Ceska republika / Czech Republic

CERTIFIKAT / CERTIFICATE

Cislo: . CPR-B-00736-25

Number:

Vyrobce: THORMA Vyroba s.r.o.
Manufacturer: Savolska cesta 1

986 01 Fifakovo

SLOVAKIA
Vyrobek: Krbova kamna na dievo
Product: Fireplace stove for wood
Typové oznaceni: DYNAMIC, typové Cislo /type number: F 9459 D
Type designation: verze viz 2. strana / versions see Page 2

Podklad pro vydani certifikatu: Protokol o posouzeni vlastnosti

Basis of Certificate issuance: ¢. 1015-AoP-30-17349/4/TZ ze dne 2025-04-25
Assessment of Performance Report
1015-AoP-30-17349/4/TZ of 2025-04-25

Harmonizovana norma: EN 16510-2-1:2022 Tab. ZA 1
Harmonized standard:

Strojirensky zkudebni ustav, s.p., potvrzuje, Ze posoudil vlastnosti v souladu s ustanovenim bodu 1.4 (b)
Systém 3 piilohy V nafizeni Evropského parlamentu a Rady (EU) ¢. 305/2011 ze dne 9. bfezna 2011
(nafizeni o stavebnich vyrobcich neboli CPR) a stanovil vlastnosti zakladnich charakteristik stavebniho
vyrobku.

Strojirensky zku$ebni ustav, s.p., (Engineering Test Institute, Public Enterprise) hereby confirms that it
has carried out an assessment of the performance in accordance with point 1.4.(b) System 3 Annex V
of Regulation (EU) No 305/2011 of the European Parliament and of the Council of 9 March 2011 (the
Construction products Regulation or CPR), and has determined the performance of essential
characteristics of the construction product.

Pouzite certifikacni schema:
SZU-1b:2020.00 (vychazi ze schématu 1b ISO/IEC 17067, zaloZeno na zkouseni a inspekci).

Product certification scheme applied:
SZU-1b:2020.00 (based on Scheme 1b of ISO/IEC 17067, which is based on testing and inspection).

Tento certifikat nenahrazuje piislusny dokument vydany oznamenou laboratofi, tj. Protokol o posouzeni
vlastnosti.

This Certificate is not a substitute for relevant document issued by Notified laboratory, i.e. Assessment
of Performance Report.

Brno, 2025-04-25 _ . Y VR T i s e 1
' e Ing. Ale§ Ondetek
ol s y = vedouci certifikaénihd organu
“'—»..?w_,%,_.;#‘ : Head of Certificatior\Body
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Specifikace variant / Specification of versions:

Hlavni rozméry Jmenovity S;g:if\?: a Priimér Provozni
Typ (mm) vykon (kg/h) koufovodu tah
vyska | Sifka | hloubka |  (KW) dfevo (mm) (Pa)
DYNAMIC, typové &islo:
F 9459 D 2343 585 1030
DYNAMIC Keramik,
typové &islo: F 9459 K * 1600 | 585 | 849
DYNAMIC Serpentino,
typové Gislo: F 9459 S 1600 | 585 | 849
DYNAMIC Exclusive,
typové &islo: F 9459 E * 1600 585 849 9,0 2,7 150 12
DYNAMIC UNI,
typové Gislo: F 9459 U ¥ 1080 | 585 | 845
DYNAMIC Plus,
typové &islo: F 9459 P )
DYNAMIC Extra, 1600 | 585 | 849
typové &islo: F 9459 X
Poznamka: 7 ... verze se lisi pouze svym designem.
- . N Fuel Flue gas i
Main dimensions l\:;-;:tm:;l consumption | connector ocz'z’::hntg
Type (mm) P (ka/h) diameter (Pa)
Height | Width | Depth (kW) Wood (mm)

DYNAMIC, type number:
F 9459 D 2343 585 1030
DYNAMIC Keramik,
type number: F 9459 K 1600 | 585 | 849
DYNAMIC Serpentino,
type number: F 9459 S 7 1600 | 585 | 849
DYNAMIC Exclusive,
type number: F 9459 £ ) 1600 585 849 9.0 2.7 150 12
DYNAMIC UNI,
type number: F 9459 U 1080 | 585 845
DYNAMIC Plus,
type number: F 9459 P "
DYNAMIC Exira, 1600 | 565 | 849
type number: F 9459 X

Note: 7 ... The versions differ only in design.

PRAVIDLA PRO NAKLADANI S CERTIFIKATEM
Certifikat miZe byt pouzivan jenom za pfedpokladu, Ze plati ustanoveni normy, podie které byl vyrobek certifikovan.

Certifikat se miize pouzivat pouze jako certifikat vyrobku, jehoz specifikace je uvedena na 1. a 2. strané&. To plati i pro pouZiti
v reklamnich, propagaénich a komerénich materialech. Bez pisemného souhlasu Strojirenského zkuSebniho ustavu, s.p., se
nesmi certifikat reprodukovat jinak nez cely. Neopravnéné nebo klamavé pouZiti certifikatu mize mit za nasledek jeho odnéti.

Je zakazano meénit, dopliovat nebo pfepisovat udaje v certifikatu.

Certifikatem nelze dokladat viastnosti vyrobku, u nichZ byla provedena bez souhlasu Strojirenského zku$ebniho ustavu, s.p.,
zména ovliviiujici shodu s pouzitou normou.

Certifikaéni organ pozaduje, aby drzitel certifikatu ved| zaznamy o viech stiznostech a opatienich k napravé, které se tykaji
vyrobkil, na néz se vztahuje tento certifikat.

RULES FOR USING THE CERTIFICATE

This Certificate may only be used under the condition that the provisions of the standard according to which the product has been
certificated are applicable.

The certificate may only be used as a certificate for the product specified on Pages 1 and 2. This also holds true for the use in
advertising, promotional and commercial materials. This certificate may be copied in its entirety without written consent of the
Engineering Test Institute. Unauthorised or deceitful use of the Certificate may result in its withdrawal.

It is forbidden to change, amend or overwrite the data contained in the Certificate.

The Certificate may not be used to document the properties of product changed without the consent of the Engineering Test
Institute in such a way that conformity with the standard specified on the previous page is affected.

The Certification Body requires that the Certificate holder keeps records of all complaints and remedies applicable to the products
included under this Certificate.
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